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Dial Bore Gages
SERIES 545 — Rugged, Production-Line Tools

FEATURES
• Carbide-tipped contact point for excellent 

durability.
• Wide range of measurements with 

interchangeable Anvil Extensions (screw-in 
type).

• Carbide-tipped anvil is optional (901484).

SPECIFICATIONS
Metric

Range Order No. Probe depth 
35 - 50mm 545-114S 85mm
50 - 75mm 545-115S 115mm
75 - 150mm 545-116S 150mm
35 - 50mm 545-104S 85mm
50 - 75mm 545-105S 115mm
75 - 150mm 545-106S 150mm

Inch

Range Order No. Probe depth 
1.475" - 2.075" 545-134S 3.5"
1.975" - 3.075" 545-135S 4.5"
2.975" - 6.075" 545-136S 6"
1.475" - 2.075" 545-124S 3.5"
1.975" - 3.075" 545-125S 4.5"
2.975" - 6.075" 545-126S 6"

Range L a b c d
35 - 50mm 240 123 88 35 50
50 - 75mm 265 148 113 50 75
75 - 150mm 305 188 153 75 150

Technical Data
Graduation: 0.01mm, 0.001mm, .0005 or .0001"

Optional Accessory
901484: Carbide-tipped anvil
901529: Interchangeable rod (Probe depth: 85mm)
901530: Interchangeable rod (Probe depth: 115mm)
901940: Interchangeable rod (Probe depth: 150mm)
901531: Interchangeable rod (Probe depth: 265mm)
901532: Interchangeable rod (Probe depth: 315mm)
901533: Interchangeable rod (Probe depth: 390mm)

• Two guide pins ensure high repeatability 
of measurements.

• Easy zero adjustment because the Dial 
Bore Gage can stand upright.

• Optional interchangeable rods provide a 
variety of probe depths.

DIMENSION
Unit: mm

545-105S 545-114S

——— :  Setting ring (See page 122.)
 .0001" graduation  .0005" graduation 0.001mm graduation  0.01mm graduation


