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Bore Gage Zero Checker
SERIES 515

The Bore Gage Zero Checker allows easy 
zero adjustment of dial bore gages with 
ranges of 18mm (.7") through 400mm (16") 
using gauge blocks.

SPECIFICATIONS
Order No. Applicable range
515-590 18 -400mm (.7" - 16")

Ceramic Setting Rings
Metric

Size Order No. Accuracy
4mm 177-418 ±1.5µm
6mm 177-420 ±1.5µm
8mm 177-423 ±1.5µm
10mm 177-424 ±1.5µm
12mm 177-425 ±1.5µm
16mm 177-427 ±1.5µm
20mm 177-429 ±1.5µm
25mm 177-430 ±1.5µm
30mm 177-431 ±1.5µm
35mm 177-432 ±1.5µm
40mm 177-433 ±1.5µm
45mm 177-434 ±1.5µm

Inch

Size Order No. Accuracy
.16" 177-518 ±.00006"
.24" 177-520 ±.00006"
.275" 177-522 ±.00006"
.35" 177-523 ±.00006"
.425" 177-524 ±.00006"
.5" 177-525 ±.00006"
.65" 177-527 ±.00006"
.8" 177-529 ±.00006"
1" 177-530 ±.00006"
1.2" 177-531 ±.00006"
1.4" 177-532 ±.00006"
1.6" 177-533 ±.00006"
1.8" 177-534 ±.00006"

515-590

177-429177-424 177-432

Ceramic Setting Ring
SERIES 177 — Accessories for Inside Micrometers, Holtest and Dial Bore Gages

FEATURES
• Ceramic Setting Rings are also available. 

No more anticorrosion treatment is 
required when handling Ceramic Setting 
Rings normally, resulting in simple 
maintenance and storage.

Technical Data
Tolerance between the nominal size and the actual diameter: 
 ±0.01mm for ø1 - 45mm setting rings
 ±.0004" for .1" - 1.8" DIA. setting rings
 
Cylindricity:  1.0µm for ø1 - 45mm setting rings
 .00004" for .1" - 1.8" DIA. setting rings


